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Conçu et construit pour répondre à de multiples normes 
d'essai internationales, l'appareil HDT/Vicat avancé de 
Ray-Ran utilise la technologie des microprocesseurs pour 
déterminer avec précision les caractéristiques de déflexion 
et de point de ramollissement de toutes les éprouvettes 
thermoplastiques. 

L'appareil HDT/VICAT permet de tester simultanément 
plusieurs échantillons en fonction du nombre de stations 
d'essai disponibles, soit 2 ou 4. La fonction simple d'élévation 
et d'abaissement manuel des stations d'essai assure un 
accès facile aux supports d'échantillon d'essai pour le 
chargement et la récupération des échantillons avant et 
après chaque essai. Chaque station de test est équipée d'un 
thermomètre à résistance de platine PT100 qui enregistre
avec précision la température à côté de l'échantillon testé à 0,1 °C près et d'un transducteur de 
déplacement électronique qui mesure le déplacement de l'échantillon à 0,01 mm près en standard 
ou à 0,001 mm près en option. Le microprocesseur intégré garantit la précision et la répétabilité 
des résultats d'essai et l'écran à cristaux liquides (LCD) intégré fournit des instructions simples à 
l'écran, réduisant ainsi les erreurs de l'utilisateur. 
Les paramètres de test sont facilement sélectionnés à l'aide du clavier à membrane intégré. 
Un processus simple de sélection des données et des invites oui/non rendent la procédure 
d'exploitation très simple à réaliser. 
très simple à réaliser. La fonction de contraction de la température du microprocesseur garantit 
que les taux de rampe de 50°(/h ou de l 20°C/h sont maintenus dans les limites des exigences 
standard de test spécifiées, ainsi que la réalisation de taux de rampe non standard selon les 
besoins spécifiques des clients. Des températures de test de 300°( sont facilement atteintes et 
pour assurer une sécurité optimale à des températures plus élevées, l'option de couverture d'azote 
est recommandée.

LES MÉTHODES DE TESTS SUR L'APPAREIL - DÉVIATION À CHAUD, ESSAI DE DISTORSION 
Une éprouvette de taille standard est soumise à une contrainte de flexion, tandis que la température 
augmente à un rythme uniforme. La température à laquelle la déformation spécifiée se produit 
est mesurée et enregistrée (température/point de ramollissement VST). Les tests sont effectués 
conformément aux normes ISO 75 (parties 1, 2 et 3) et ASTM D648. Pour cet essai, il est facile de 
sélectionner une contrainte de fibre requise de 0,45, 1,8 ou 8,00 MPa. Des contraintes de fibres 
personnalisées peuvent également être gérées par le microprocesseur si nécessaire. Le système 
unique de poids binaire est utilisé pour appliquer la contrainte de fibre requise à l'échantillon d'essai 
et est automatiquement calculé par le microprocesseur en fonction de la taille de l'échantillon et 
des supports de portée. Les taux de rampe de température, la taille de l'échantillon, la portée et 
les valeurs de déflexion sont également facilement saisis dans les paramètres d'essai de chaque 
station. Les supports de portée HDT de 100 mm ou 64 mm sont facilement ajustables sur chaque 
station d'outil pour s'adapter à votre méthode d'essai d'échantillons à plat ou sur chant. 
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ADVANCED HDT/VICAT SOFTENING 
POINT APPARATUS {RR/HDV2 - RR/HDV4) Ray 1 Ran 

ADVANCED HDT/VICAT SOFTENING 
POINT APPARATUS 2 & 4 STATION 
Designed and built to caver multiple international 
testing standards, the Ray-Ran Advanced HDT/ 
Vicat Apparatus utilises microprocessor technology 
to accurately determine the deflection and 
softening point characteristics of all thermoplastic 
test specimens. 

The HDTNicat apparatus allows for multiple simultaneous 
testing of samples depending on the a mou nt of test stations 
available, either 2 or 4. The simple manually operated raise 
and lower function of the test stations ensure easy access 
to the test sample supports for sample loading and retrieval 
before and after each test. Each test station is fitted with a 
PTl 00 platinum resistance thermometer which accurately 
records the temperature next to the sample under test to 
0.1 °C and an electronic displacement transducer which 
measures the sample displacement to 0.01 mm as standard 
or to 0.001 mm as an option. The on-board microprocessor 
ensures test result accuracy and repeatability and the built­
in liquid crystal display (LCD) provides simple on-screen 
instructions reducing user error. 

Test parameters are easily selected using the on board 
membrane keypad. A simple data selection process 
and yes/no prompts make the operating procedure 

very simple to undertake. The microprocessor's 
temperature contrai function ensures the ramping 
rates of either 50°(/h or l 20°C/h are kept within 

the specified test standard requirements as well 
as performing non standard ramp rates to customers 
own specific needs. Test temperatures of 300°( are 
easily achieved and to ensure optimum safety at 
higher temperatures, the Nitrogen Blanket option is 
recommended. 

69 

THE METHODS OF 
TESTING ON THE 
APPARATUS ARE 
HOT- HEAT DEFLECTION / 
DISTORTION TEST 
A standard sized test specimen is subjected to a bending 
stress, whilst the temperature is raised at a uniform rate. 
The temperature at which the specified def1ection occurs is 
measured and recorded. Testing is carried out in accordance 
with the ISO 75 (parts 1,2and 3)and ASTM D648TestStandards. 
For this test, a required fibre stress of 0.45, 1.8, or 8.00 MPa is 
easily selected. Custom fibre stresses can also be managed 
by the microprocessor if required. The unique binary weight 
system is used to apply the required fibre stress to the test 
sample and is automatically calculated by the microprocessor 
based on the sample size and span supports. Temperature 
ramp rates, sample size, span and def1ection values are also 
easily entered into the testing parameters of each station. The 
HDT span supports of 100mm or 64mm are easily adjusted on 
each tool station to suite your testing method of Flat wise 
or Edgewise sample testing. Each machine is supplied with 
HDT test nibs with 3mm radius which are easily attached to 
the load displacement rods for testing in accordance with 
relevant international test standards. 
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Chaque machine est fournie avec des pointes d'essai HDT d'un rayon de 3 mm qui se fixent facilement 
aux tiges de déplacement de charge pour effectuer des essais conformément aux normes d'essai 
internationales pertinentes.
SPÉCIFICATION TECHNIQUE
• Test HDTNicat activé pour le test Vicat disponible
• Montée/descente manuelle des stations d'essai
• Contrôle avancé par microprocesseur
• 2 ou 4 stations de test d'échantillons
• Contrôle numérique de la température
• Plage de température jusqu'à 300°(
• Agitateur à bain d'huile
• Système de refroidissement à solénoïde
• Thermostat de sécurité intégré
• Têtes HDT (1 par station)
• Pointes Vicat (1 par station)
• Contrainte de fibre standard 0,45, 1,8 ou 8,00MPa
• Possibilité d'utiliser une contrainte de fibre définie pour les essais HDT
• Pénétration Vicat standard de 0,1 mm ou 1,00 mm
• Profondeur de pénétration définie par l'utilisateur
• Résolution de la température +/- 0,1°(
• Taux de rampe de température de 50° ou 120° C/hr
• Taux de rampe définis par l'utilisateur disponibles
• Supports de portée HDT 64 mm ou 100 mm
• Résolution +/- 0,01 mm
• Capacité du bain : 8 litres
• Connexion RS 232/câble RS232
• Logiciel de capture de fichiers Windows
• Certificat d'étalonnage entièrement traçable
• Produit utilisateur ma nuai
• Certificat de déclaration CE
• Garantie retour à la base de 1 an
• 110v-240v 16amp
• Conforme aux normes ISO 7 5-1, 7 5-2, 75- 3,
306 et ASTM D648, D1525,D5944,D5945

ACCESSOIRES EN OPTION 
• Transducteur de déplacement 0.001mm
• Poids binaires HDTTest (1 jeu requis par station)
• 1.00Kg Poids de test Vicat (1 requis par station)
• 5.00Kg Poids de test Vicat (1 requis par station)
• Tiges de charge légères pour tester à .45 MPa
• Médium de transfert de chaleur 51trs
• Couverture d'azote
• Extracteur air-azote
• Imprimante thermique
• Papier pour imprimante thermique
• Unité de refroidissement de l'eau

POIDS ET DIMENSIONS

ADVANCED HDT/VICAT SOFTENING 
POINT APPARATUS (RR/HDV2- RR/HDV4) 

TECHNICAL SPECIFICATION 
• HDTNicat testing enabled 
• Manual Raise/Lower of test

stations
• Advanced microprocessor

control
• 2 or 4 sample test stations
• Digital temperature control
• Tempe rature range to 300°(
• Oil bath stirrer
• Solenoid operated cooling

system
• Integrated safety thermostat
• HDT Heads (1 per station)
• Vicat Nibs (1 per station)
• Standard Fibre Stress 0.45, 1.8

or 8.00MPa
• Used defined fibre stress for

HDT testing available
• Standard Vicat penetration of

0.1 mm or 1.00mm
• User defined penetration depth

for Vicat testing available 
• Temp resolution +/- 0.1°(
• Temperature ramp rates of 50° 

or 120° C/hr
• User defined ramp rates

available
• HDT span supports 64mm or

100mm
• Resolution +/- 0.01 mm
• Bath capacity 8 litres
• RS 232 connection/RS232 Cable
• Windows File Capture Software
• Fully traceable certificate of

calibration
• Product user ma nuai
• CE declaration certificate
• 1 year return to base warranty
• 110v-240v 16amp
• Conforms to ISO 7 5-1, 7 5-2,

75-3, 306 and ASTM D648,
D1525,D5944,D5945

OP TIONAL ANCILLARIES 
• Displacement Transducer

0.001mm
• Binary HDTTest Weights (1 set

required per station)
• 1.00Kg Vicat Test Weight (1

required per station)
• 5.00Kg Vicat Test Weight (1

required per station)

• Light Weight Load rods to test
to .45 MPa

• Heat Transfer Medium 51trs
• Nitrogen Blanket
• Air to Nitrogen Extractor
• Thermal Printer
• Thermal Printer Paper
• Water Chiller Unit

WEIGHTS & DIMENSIONS: 
HDT/VICAT SOFTENING POINT APPARATUS 

HDV2 HDV4 

Net Weight (kg) 25 40 

Width (cm) 36 46 

Depth (cm) 53 53 

Height(cm) 50 50 
/' 

Ray 1 Ran 
VICAT (VST) -
SOFTENING POINTTEST 

Ventedïnstruments 
et formations 
info@labsolutions.fr 
0475601177 

A specified needle (indenter) penetrates a specified distance 
into a sample with a specified load, whilst the temperature 
is raised at a uniform rate. The temperature at which the 
sample was penetrated is recorded as the Vicat Softening 
Temperature (VST). Testing is carried out in accordance with 
the ISO 306 and ASTM Dl 525 Test Standards. 

For this test, penetration loads are easily selected via 
the microprocessor for use with the single loading 
weights of 10 N and SON. The supplied cylindrical 
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SAMPLE & COMPON ENTTESTING 

indenter test nib with 1 mm2 surface area is attached to the 
load displacement rod for sample testing in accordance with 
relevant testing standard. 

The apparatus is supplied as standard with an integrated 
solenoid operated cooling system which is automatically 
activated after each test. lt can be connected to either a 
standard water supply or to the optional chiller unit for 
improved heat reduction. The integrated cooling coil ensures 
rapid heat loss back to start temperature conditions within a 
short time period increasing production. 

The self-calibration feature of the apparatus ensures that the 
test results remain accurate. Unique calibration plugs are 
supplied with each machine which simply plug into the PRT 
socket for you to carry out the calibration procedure. 

Test results are downloaded to the supplied file capture 
software via the RS232 serial connector and are 

displayed in tabular format. Results can also be 
saved as .CSV files which can be opened with 

Microsoft Excel for data manipulation and 
report presentation. If required, the optional 
thermal printer can be supplied and fitted to 

the apparatus for direct results printout. 

Built with operator simplicity in minci, its ease 
of operation and high accuracy makes the Ray­
Ran Advanced HOT /Vicat Apparatus ideal for 
product development and quality contrai within 
production, research and development labs and 
teaching institutions and should more than meet 
ail your testing requirements. 
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POINT DE 
RAMOLISSEMENT 
REF.VICAT 

VICAT (VST) - TEST DU POINT DE RAMOLLISSEMENT 
Une aiguille spécifiée (pénétrateur) pénètre sur une distance 
spécifiée dans un échantillon avec une charge spécifiée, 
tandis que la température augmente à une vitesse uniforme. 
La température à laquelle l'échantillon a été pénétré est 
enregistrée comme la température de ramollissement Vicat 
(VST). Les tests sont effectués conformément aux normes 
ISO 306 et ASTM D 1525 
Pour cet essai, les charges de pénétration sont facilement 
sélectionnées via le microprocesseur pour une utilisation 
avec les poids de charge unique de 10 N et SON. Le pénétrateur 
cylindrique fourni, d'une surface de 1 mm2, est fixé à la tige 
de déplacement de la charge pour tester les échantillons 
conformément aux normes d'essai applicables. 

L'appareil est fourni en standard avec un système de refroidissement intégré à solénoïde qui est 
automatiquement activé après chaque essai. Il peut être connecté à une alimentation en eau 
standard ou à l'unité de refroidissement en option pour une meilleure réduction de la chaleur. 

Le serpentin de refroidissement intégré assure une perte de chaleur rapide pour revenir aux 
conditions de température de départ dans un court laps de temps, ce qui augmente la production. 
La fonction d'auto-calibrage de l'appareil garantit que les résultats des tests restent précis. Des 
fiches d'étalonnage uniques sont fournies avec chaque appareil. Il suffit de les brancher sur la 
prise PRT pour que vous puissiez effectuer la procédure d'étalonnage. 

Les résultats des tests sont téléchargés dans le logiciel de capture de fichiers fourni via le 
connecteur série RS232 et sont affichés sous forme de tableau. Les résultats peuvent également 
être enregistrés sous forme de fichiers .CSV qui peuvent être ouverts avec Microsoft Excel pour la 
manipulation des données et la présentation des rapports. Si nécessaire, l'imprimante thermique 
optionnelle peut être fournie et installée sur l'appareil pour une impression directe des résultats. 

Conçu pour simplifier la tâche de l'opérateur, sa facilité d'utilisation et sa grande précision font 
de l'appareil HDT/Vicat avancé de RayRan un outil idéal pour le développement de produits et 
la qualité dans les laboratoires de production, de recherche et de développement et dans les 
établissements d'enseignement, qui devrait répondre à toutes vos exigences en matière d'essais. 

ADVANCED HDT/VICAT SOFTENING 
POINT APPARATUS (RR/HDV2- RR/HDV4) 

TECHNICAL SPECIFICATION 
• HDTNicat testing enabled 
• Manual Raise/Lower of test

stations
• Advanced microprocessor

control
• 2 or 4 sample test stations
• Digital temperature control
• Tempe rature range to 300°(
• Oil bath stirrer
• Solenoid operated cooling

system
• Integrated safety thermostat
• HDT Heads (1 per station)
• Vicat Nibs (1 per station)
• Standard Fibre Stress 0.45, 1.8

or 8.00MPa
• Used defined fibre stress for

HDT testing available
• Standard Vicat penetration of

0.1 mm or 1.00mm
• User defined penetration depth

for Vicat testing available 
• Temp resolution +/- 0.1°(
• Temperature ramp rates of 50° 

or 120° C/hr
• User defined ramp rates

available
• HDT span supports 64mm or

100mm
• Resolution +/- 0.01 mm
• Bath capacity 8 litres
• RS 232 connection/RS232 Cable
• Windows File Capture Software
• Fully traceable certificate of

calibration
• Product user ma nuai
• CE declaration certificate
• 1 year return to base warranty
• 110v-240v 16amp
• Conforms to ISO 7 5-1, 7 5-2,

75-3, 306 and ASTM D648,
D1525,D5944,D5945

OP TIONAL ANCILLARIES 
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0.001mm
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required per station)
• 1.00Kg Vicat Test Weight (1

required per station)
• 5.00Kg Vicat Test Weight (1

required per station)
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into a sample with a specified load, whilst the temperature 
is raised at a uniform rate. The temperature at which the 
sample was penetrated is recorded as the Vicat Softening 
Temperature (VST). Testing is carried out in accordance with 
the ISO 306 and ASTM Dl 525 Test Standards. 

For this test, penetration loads are easily selected via 
the microprocessor for use with the single loading 
weights of 10 N and SON. The supplied cylindrical 
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indenter test nib with 1 mm2 surface area is attached to the 
load displacement rod for sample testing in accordance with 
relevant testing standard. 

The apparatus is supplied as standard with an integrated 
solenoid operated cooling system which is automatically 
activated after each test. lt can be connected to either a 
standard water supply or to the optional chiller unit for 
improved heat reduction. The integrated cooling coil ensures 
rapid heat loss back to start temperature conditions within a 
short time period increasing production. 

The self-calibration feature of the apparatus ensures that the 
test results remain accurate. Unique calibration plugs are 
supplied with each machine which simply plug into the PRT 
socket for you to carry out the calibration procedure. 

Test results are downloaded to the supplied file capture 
software via the RS232 serial connector and are 

displayed in tabular format. Results can also be 
saved as .CSV files which can be opened with 

Microsoft Excel for data manipulation and 
report presentation. If required, the optional 
thermal printer can be supplied and fitted to 

the apparatus for direct results printout. 

Built with operator simplicity in minci, its ease 
of operation and high accuracy makes the Ray­
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product development and quality contrai within 
production, research and development labs and 
teaching institutions and should more than meet 
ail your testing requirements. 


